9.8 Power 571 Motorised Curtain Track System rts motorised rf

Technical Information Dimensions & Limitations

© 6060 T6 UNI 8278 aluminium alloy profile

e | 32mm; H 29.7mm

e Sliding track: 6mm - Sliding speed: 25cm/sec

e 24Vdc motor with switching power supply 90-250 Vac / 55W

e Minimum radius of curvature (1-channel track only): 90° curves: 30cm - wide radius curves: 50cm

e Power transmission by polyurethane toothed belt with steel strands and polyamide coating to reduce
friction and wear

29,7

e Track colours: Anodised Silver; powdercoated Pearl White or Black ‘
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e Pulleys made of thermaplastic material with toothed pulley on ball bearings
e Automatic Limit Stop (setting is not needed) e e

 Built in receiver (remote control available for one, four or 100 channels) ’ ’ ‘
e Suitable for S Fold gliders/runners

* Motor can be installed at the top of the track
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Meeting Large Radius
Rooms Curve

© 230v mechanical motor available on request

90° Curve Hotels Boats

Track Types Fabric Weight Calculations

| 2m | 4m | 8m | 10m | 12m | 16m
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50kg | 100kg | 90kg | 80kg | 70kg | 55kg

50kg | 100kg | 90kg | 80kg | 70kg | 55kg
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! 40kg | 80kg | 70kg | 60kg | 55kg | 45kg

40kg | 80kg | 70kg | 60kg | 55kg | 45kg

g % 20kg | 40kg | 35kg | 30kg | 25kg | 20kg

20kg | 40kg | 35kg | 30kg | 25kg | 20kg

m kg | 40kg | kg | 30kg | 25kg | 20kg
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20kg | 40kg | 35kg | 30kg | 25kg | 20kg
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90-250Vac |  1600cm ‘50Kg/16m Zem/s ‘ MdB(A)‘ v ‘ v ‘ v ‘ 30cm ‘ 50cm ‘ v ‘
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